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FILE NAME

PROJECT Center Road Improvements, Laraway Rd

. to Sauk Trail., Frankfort, lilinois

TSC

CLIENT  Strand Associates, Inc., Joliet, Hllinois
BORING 3 DATE STARTED _ 7-23-04 DATE COMPLETED  7-23-04 JOB L-60,993
ELEVATIONS WATER LEVEL OBSERVATIONS
GROUND SURFACE 772.8 V¥V WHILE DRILLING Dry
END OF BORING 762.8 Y ATENDOF BORING Dry
ol Sta. 13+00; 15' LT ¥ 24 HOURS
o [
o>
2 8| SAMPLE ¥
G2 N |WC | Qu |/DRY|DEPTH|ELEV. SOIL DESCRIPTIONS
0 3 @ [NOUTYPE
FILL - Brown to dark brown CLAY, trace
— gravel, moist
1] 88 3 | 237(3.0" A-7-6
34
20| 7708
” Hard brown and gray CLAY LOAM, trace
)
% 21 85 | 4 |18.6/| 4.5+ gravel, moist
%% 55 A-6
% 35| 769.3
"/ 3| ss | a3 |238]10° Stiff to tough brown and gray CLAY, very
/ 3.4 moist
5 / n ; A-7-6
2 55 7673
i
B ¢ 41 85 | 5 {17345+
i ] ,// 7-7
- /‘“ Hard brown CLAY LOAM, trace gravel, moist
Gl - A-6
V1
8 MV
&
% -
5 ¢ 5| ss | 8 | 18045
@ ] 1042
& 10—
1
@
. - End of Boring at 10.0'
2
& _ *  Approximate unconfined compressive
= strength based on measurements with a
calibrated pocket penetrometer.
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§ 20 Division tines between deposits represent
g DRILLRIG NO. 282 approximate boundaries between soil types;
123 Dot

in-situ, the transition may be gradual.

DISTANCE BELOW SURFACE IN FEET
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TSC2 60993.GPJ TSC_ALL.GDT 97210

PROJECT Center Road Improvements, Laraway Rd. to Sauk Trail,, Frankfort, Hlinois

TSC

CUENT  Strand Associates, Inc., Joliet, lllinois
BORING 4 DATE STARTED 7-23-04 DATE COMPLETED 7-5-05 JoB L-60,993
ELEVATIONS WATER LEVEL OBSERVATIONS
GROUND SURFACE 771.5 V WHILE DRILLING Dry
END OF BORING 761.5 Y AT END OF BORING Dry
o Sta. 16+00; 16' RT ¥ 24 HOURS
o
£ >
2 8| savpPLE ¥
G0 N |WC | Qu |['DRY |DEPTH|ELEV. SOIL DESCRIPTIONS
0 A NOTYPE
T o5l 7710 Crushed Stone
- FiL.L - Black and brown SILTY CLAY
1] 88 | 5 |154|1.75" (topsoil), moist
5.6 7
20| 7695
FILL - Black and gray SANDY LOAM, moist
21851 6 |164]45 A-4/A-6 LL/PL/PI=27/10/17
¥ 8.9 30| 7685
7
W 3] ss | 6 |185|45+
¢ 8-10
5 I //
//
7 VEIX tough to hard brown and gray CLAY
LOAM, trace gravel, moist
41 88 | 11~ 1 16.0] 4.5+ A5
- 13-15
2R
. //
5| 85 | 10- | 154 4.5+
27 12412
10

. End of Boring at 10.0'

] Approximate unconfined compressive
strength based on measurements with a
calibrated pocket penetrometer.
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DRILL RIG NO. 282

Division lines between deposits represent
approximate boundaries between soil types;
in-situ, the fransition may be gradual.

SEE PLAN AND PROFILE DRAWINGS FOR BORING LOCATIONS
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